Alpha-1500/ 1700 Series Quick Installation (Under-Sink)

¥ To connect the water source line to the unit, a 6 (mm) hole should be drilled on the sink.

Cold Water Line

Shut off the main water supply
(both hot and cold water) by clos-
ing the main valve under the sink.

To sepavate the cold-water supply
line from the main cold-water
pipe, turn it counter-clockwise
using a wrench.

Main Valve

Wrench

Connect the tap water adapter
to the main cold water. Tighten
with a wrench. Make sure the
O-ring is inside the tap water
adapter when connecting.

Connect the cold-water supply
line to the tap water adapter
which is now secured to the
main cold-water pipe. Tighten

with a wrench. 4 ‘
Main Cold-water Pipe
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Remove the nut on the side of the
tap water adapter. Connect the

m hose (1/4”) to the adapter.

Attach the dust filter to one end
of the hose by clicking it in place.

Dust Filter

Please visit our website
for videos on how to
install.
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Drainage Hose

Attach the other end of the dust filter
to the hose (1/4”). Connect the hose to
m the water supply inlet (1/4”) on the
machine.

Water Qutlet Unit
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Attach the drainage hose to the water
outlet on the machine and place it
m inside the sink.

&— Drainage Hose
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Make sure all connections are
secure. Open the main valve and
m turn the power on.

Water Outlet Tube
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